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Instruction

This projector lift needs to be recessed into the ceiling，and this instruction shows us the grille-ceiling 
as example. Please install the projector lift according to different application. The projector lift needs to 
be recessed at the best viewing angle in order to improve the image. Take out all the parts from the 
packaging and follow the accessories guideline to ensure you have all parts.

Please kindly read the instruction manual before installation for safety consideration, and choose the 
best installation method according to your site situation.

3.Please stick the locating cardboard on the ceiling,then drill the ceiling by the guide hole of the 
cardboard. Then mount the lift and fasten by included M8X80 anchor screws,make sure the lift is fixed.

4.Install the projector lift and fasten.(Figure 7)2.Pls choose the corresponding installation method according to the product height H1 and the distance 
between Roof Surface to Ceiling Surface H.

A.If H<H1（Supposed it's Maximum H2），can install project lift on the Concreted-Ceiling directly

Check Figure 3.

B.If H>H1（Supposed it's Maximum H2），need lengthening bar （Optional accessories）to install

Check Figure 4.

Below use grille-ceiling as example for instruction steps

1, Choose a position according to the required space, and then take apart the ceiling (figure 1). Please 

measure the distance H between roof and ceiling surface correctly (figure 2)

Figure 1

Take apart the ceiling

Concreted-Ceiling Roof Surface

Figure 2

Figure3 Standard ceiling installation

Figure 4 High Ceiling
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Setscrew
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Installation

Figure 5 Distance of Installation Hole Figure 6 Locating Cardboard
(For Drilling hole only)
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